Merleyn
Technical Specifications SOUND (update February 2015)

Capacity
200

Console
Soundcraft gb4-24 – 24 input multicable + 8 output return

Outboard
Valley People Gatex (4ch Gate)
2 DBX 166a Compressor (2ch Compressor)
1 DBX 166xs Compressor (2ch Compressor)
1 Lexicon MX-300
1 Lexicon MPX-550
1 Yamaha SPX-90
1 Roland SDE-330
1 BSS FCS-960 EQ (PA EQ)
2 DBX 1231 EQ (Monitor EQ)

PA
Hoffman System Beta (active)
2 x Dual 18” loaded sub bin
2 x 15 + 1.5 topcabinet + upgrade

Monitoring
*No separate monitordesk, monitors from FOH
*Please note there are only 4 monitor groups, 1 of them specifically configured for the drumfill.
6 KBL Bi-Amped Wedge
1 KBL Drumfill

Microphones
1 Shure B52
2 Sennheiser e609
3 Sennheiser 3604
3 BeyerDynamic Opus 83
6 Shure SM58
6 Shure SM57

7 Assorted DI’s

Stagedimensions
6m x 4m x 0,80m
2,50m head clearance

Note
• We’ll do our very best to make your show work.
• Maximum sound pressure level is 103 dB(A) Leq over 15 min measured and logged in accordance with the national covenant, this is very important!
• NO NOISE before 21:30hrs, except on Mondays and Tuesdays.

Technical contact
Fon Sanders, fon@merleyn.nl
Wouter Maes, wouter@doornroosje.nl, +31-243554243 (office)